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FCC Statement 

THIS DEVICE COMPLIES WITH PART 15 FCC RULES. OPERATION IS 
SUBJECT TO THE FOLLOWING TWO CONDITIONS: 
(1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE. 

(2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECEIVED INCLUDING 
INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION. 
THIS EQUIPMENT HAS BEEN TESTED AND FOUND TO COMPLY WITH THE LIMITS 
FOR A CLASS "A" DIGITAL DEVICE, PURSUANT TO PART 15 OF THE FCC RULES. 
THESE LIMITS ARE DESIGNED TO PROVIDE REASONABLE PROTECTION AGAINST 
HARMFUL INTERFERENCE WHEN THE EQUIPMENT IS OPERATED IN A 
COMMERCIAL ENVIRONMENT. THIS EQUIPMENT GENERATES, USES, AND CAN 
RADIATE RADIO FREQUENCY ENERGY AND, IF NOT INSTATLLED AND USED IN 
ACCORDANCE WITH THE INSTRUCTION MANUAL, MAY CAUSE HARMFUL 
INTERFERENCE TO RADIO COMMUNICATIONS. 
OPERATION OF THIS EQUIPMENT IN A RESIDENTIAL AREA IS LIKELY TO CAUSE 
HARMFUL INTERFERENCE IN WHICH CASE THE USER WILL BE REQUIRED TO 
CORRECT THE INTERFERENCE AT HIS OWN EXPENSE. 
 
A Message to the Customer 

 
Avalue Customer Services 
Each and every MarinePC product is built to the most exacting speci cations to ensure 
reliable performance in the harsh and demanding conditions typical of industrial 
environments. 

Your satisfaction is our primary concern. Here is a guide to MarinePC customer services. To 
ensure you get the full benefit of our services, please follow the instructions below carefully. 
 

Technical Support 
We want you to get the maximum performance from your products. So if you run into 
technical difficulties, we are here to help. For the most frequently asked questions, you can 
easily find answers in your product documentation. These answers are normally a lot more 
detailed than the ones we can give over the phone. So please consult the user’s manual 
first. 
 
To receive the latest version of the user’s manual; please visit our Web site at:  
http://www.marinepc.com
 

http://www.avalue.com.tw/
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1.3 System Specifications 
 

 
 

 

Panel MPC-OPC12 MPC-OPC15 

LCD Size 12.1", 4:3 15", 4:3 

Display Type XGA 

Resolution 1024 x 768 

Pixel pitch 0.1905 mm (H) x 0.1905 mm (V) 0.297mm(H) x 0.297mm(V) 

Luminance 600 cd/m² 400 cd/m² 

Contrast ratio 700 

Viewing angle 80 (U), 80 (D), 80 (L), 80 (R) 70 (U), 70 (D), 80 (L), 80 (R) 

Response time 16ms 

Backlight LED 

Touch Type 
5 Wires resistive (Standard)  

Projected Capacitive (Optional)  

Touch Light 
Transmission 

80% (Resistive)  

89% (PCAP)  

Touch Controller 
Onboard USB touch (PenMount)  

EETI (PCAP) 

System   

SBC ARC-BYT 

Processor 
Intel® Atom™ E3845 4 -Core 1.91GHz (Standard)  

Intel® Celeron® J1900 4-Core 2.0Ghz (Optional)  

I/O Chipset EC ITE IT8528E 

System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB 

Watchdog Timer H/W Reset, 1sec. ~ 65535sec./1sec.step 

H/W Status Monitor Monitoring SYSTEM Temperature and Voltage with Auto Throttling Control 

Expansion 
1 x Mini PCIe Support mSATA 

1 x Optional 80-pin Expansion 

Storage 1 x 2.5” Dr ive Bay  

I/O   

USB 1 x USB 3.0, 3 x USB 2.0 

SATA 1 x SATA II 

Com Port 
1 x RS-232/422/485 (Factory Optional) 

1 x RS-232 

Other 3 x Knockouts for Antenna Mounting 

Display   

Chipset 
Intel® Valleyview SoC integrated Graphics 

Supports optional dual display 

Resolution HDMI: Max. resolution 1920x1200 @ 60Hz (by IET module) 




















